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1/ AL3 ANT TERMINAL MUST BE CONNECTED FOR RADIO TO FUNCTION.
IF VCR/DVD IS NOT USED LINK PL3 PIN1 TO PIN4.
WHEN USING EUROVOX AN EXTRA EXTERNAL SWITCH IS NEEDED AS SHOWN TO SWITCH
 BETWEEN RADIO AND VCR/DVD INPUT.
ANT=12V IE RADIO ON AND VCR SOUND OFF, ANT=0V RADIO OFF AND  VCR/DVD SOUND ON.
2 /WITH BUS IGNITION OFF, AL3 WILL POWER UP FOR 1/2 HOUR IF AL3 MIC SWITCH IS USED.
3/ FOR SOUND LEVEL CONTROL BETWEEN DRIVER AND SALOON ADJUST RADIO
BALANCE CONTROL.
4/ WHEN MICROPHONE IS IN USE DRIVERS SPEAKER IS MUTED.
5/ MICROPHONE AND VCR/DVD SOUND ONLY GOES TO SALOON.
6/ DO NOT EARTH SPEAKER WIRING OR MICRPHONE METAL ARM TO BUS CHASSIS.
7/ AVOID MOUNTING AL3 NEXT TO OPENING WINDOW, HOT COMPONENTS TO AVOID
 DAMAGE.
8/ AVOID MOUNTING NEXT TO STRONG MAGNETIC FIELDS EG ALTERNATOR WIRING ETC.
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CD WALKMAN 1/ CONNECT EITHER
 LEFT
OR RIGHT CHANNEL
 ONLY.
2/JACK DISABLES VCR
 INPUT.
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DO NOT EARTH SPEAKER WIRING!

RH CHANNEL

4 OHM

LH CHANNEL
4 OHM JOIN

SP?

4 OHM
CONNECT CASE OF
 VCR/DVR
TO CHASSIS OF BUS.
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