
          

 HAZZARD   XLM    

 HEAD LIGHT   PL1  PL2  HAZZARD  

J7   SPADE CON      

1 BROWN/WHITE         J8 
2 GREEN/BLACK   4 RHI   1 RH  PURPLE 1 

3 BLUE/BLACK        N/C>  RED 2 

4 YEL/BLK   8 LHI  8 LH  PINK 3 

5 BRN        PURPLE 4 

6 GREEN   5 RHO    N/C>  N/C 5 

7 BLUE        PINK 6 

8 YELLOW   1 LHO        

         J9 

   N/C> 3 HLD    N/C>  RED 1 

   N/C> 2 HBO   N/C>  ORANGE 2 

 HAZZARD  N/C> 7 HBI  4 SWL  BLUE 3 

MALE PIN WIRE      5 SWH  YELLOW 4 

J10  IGN+        

1 SLATE <N/C  6 + (-)  2 +V   XLMS1 

2 WHITE <N/C         1 

3 GREEN <N/C    7 IND   2 

      3 NEG   3 

          DASH SW 

          

NEG/ OV 

XLM TO HAZARD WIRING DIAGRAM 

DATE: 21-04-2026 

FILE: XLM-886-XXX.PUB 

NOTE: PROVISIONAL DIAGRAM ONLY—HAS NOT BEEN VERIFIED FOR OPERATION 

1. BLOCK WIRING DIAGRAM FOR XLM TO HAZARD P/Ns 886-012, 886-013, 886-902 

2. XLM WILL SUIT 12 OR 24 VOLT BUS BY JUST CHANGING RELAYS TO MATCH VOLTAGE 

3. USE GYROSS XLMS1 ROCKER SWITCH PROVIDE FOR OPERATION AND INDICATION  


